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1| RESIN
1| Alkyd Resin MPD INDUSTRIES P LTD.
Lolorln Viscosity Surface Tack Hard
Product Product Name % Solids Supply Options Solvent Qil Length Acid Value Reducer Gardner at30°C dry freadry dry Application
Code (+-1 %) in% Max. Scale in sec.in inH i i
Max. Bafordcup INHTS. nHrs. inHrs.
A Long Oil Alkyd Resin
: : 50 % in ) _ High quality decorative paints and air drying enamels with
ALK 1063 | Long Linseed Alkyd Resin g9 80 70 60 MTO/MWS 64 10 MTO/MWS 8 50 - 60 1-2 4-5 O/N excellentgloss.
: : 50 % in 3 _ High quality decorative paints and air drying enamels with
ALK 1064 | Long Linseed Alkyd Resin g9 80 70 60 MTO/MWS 64 12 MTOMWS 8 100 - 120 1-2 4-5 O/N excellentgloss.
: 50 % in _ _ ) Air drying enamels, roller coating, exterior finishes and for
ALK 2064 | Long DCO Alkyd Resin g9 80 70 60 MTO/WS 64 10 MTOMWS 9 110 - 130 2-3 5-7 O/N overprintvarnishes.
y 50 % in ) _ ) Nen yellowing first quality white synthetic enamels, roller
ALK 3060 | Long Soybsan Alkyd Resin 99 80 70 60 MTO/MWS 64 10 MTOMS 4 60 - 80 2-3 5-6 O/N coating, good color retention property.
. 50 % in Nen yellowing high quality synthetic enamels and roller
ALK 3061 | Long Soybean Alkyd Resin 99 80 70 60 MTO/WS 64 10 MTO/WS 8 60 - 80 2-3 5-6 O/N coating, good color retention property.
; 50 % in Nen yellowing high quality synthetic enamels and roller
ALK 3062 | Long Soybean Alkyd Resin 99 80 70 60 MTO/MWS 64 10 MTOMWS 4 110G - 130 2-3 5-6 O/N coating, good color retention property.
; 50 % in Non yellowing high quality synthetic enamels and roller
: 50 % in Non yellowing high quality synthetic enamels and roller
ALK 3064 | Long Soybean Alkyd Resin 99 80 70 60 MTO/MWS 64 10 MTOMWS 4 160 - 180 2-3 5-6 O/N coating, good color retention property.
; 50 % in ) : ) Non yellowing high quality synthetic enamels and roller
ALK 3065 | Long Soybean Alkyd Resin 99 80 70 60 MTO/WS 64 10 MTO/WS 8 160 - 180 2-3 5-6 O/N coating, good color retention property.
. 50 % in Dark shade economical quality synthetic enamels. Alkyd is
ALK 3965 | Long Soybean Alkyd Resin Economy 99 80 70 60 MTO/WS 64 10 MTO/WS - 160 - 180 2-3 5-6 ON darkb (heolor
. 50 % in High quality printing inks for paper and tins with excellent
ALK 3066 99 | Long Soybean Alkyd Resin 99 MTO/MWS 65 10 MTO/WS 8 23-27 2-3 5-6 O/N Coierhatarinn,
ALK 107299 | Long Linseed Isophthalic Alkyd Resin 99 MTOWS 70 15 80%in g 24-30 0 itz S5 g SiEel Weboiteals Shiaetid, st decarsting Ik and low
MTO/MWS odorink.
. . 50 % in Offset, web offset, sheetfed , metal decorating ink and low
ALK 3072 899 | Long Soybean Isophthalic Alkyd Resin g9 MTO/WS 70 12 MTOMWS 8 40 - 45 2-3 5-6 O/N odourink.
MTO - Mineral Turpentina Oil WS - White Spirlt O/N - Overnight For more details request for Individual Data Sheets
This overview glves the key properties of broad selectlon of preducts.The
product speclfication were comrect at the time of publishing but they may
change from time to time. It Is recommended to contact us for
comprehensive information on full range of products.
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1| Alkyd Resin MPD INDUSTRIES P LTD.
Colorin Viscosity
Surface Tack Hard
Product Product Name % Solids Supply Options Solvent Qil Length Acid Value Reducer Gardner at30°C dry freadry dry Application
Code (+-1 %) in% Max. Scale in sec.in inH i i
Max. Bafordeup INHTS nHrs. inHrs.
A Long Oil Alkyd Resin
ALK 3074 93 | Long Soybean Isophthalic Alkyd Resin 89 MTO/WS 74 8 @ 6 35-45 2-3 5-6 O/N Offset , Web Offset , Sheetfed , Metal decorating ink and
low odour Ink.
B Medium Oil Alkyd Resin
; o ; 40 % in _ N ; Primers and undercoats, fumniture enamels, low cost
ALK 1151 | Medium Qil Linseed Alkyd Resin 99 60 50 MTO/MWS 52 10 MTOWS 10 60 - 80 1--2 3-4 OMN industrial and architecture paints.
; o ; 40 % in _ " y Primers and undercoats, fumiture enamels, low cost
ALK 1152 | Medium Qil Linseed Alkyd Resin 99 60 50 MTO/MWS 52 15 MTOWS 1 120 - 140 1--2 3-4 OMN industrial and architecture paints.
; as ; 40 % in _ o } Primers and undercoats, fumiture enamels, low cost
ALK 1153 | Medium Oil Linseed Alkyd Resin 99 60 50 MTO/MWS 52 15 MTO/WS 1 140 - 160 1--2 3-4 OMN industrial and architecture paints.
ALK 3050 | Medium oil Mixed Fatty Acid Alkyd Resin 99 60 50 MTOMWS 50 15 40 % in 4 100-120 2-3 4-5 ©O/N  Lowcostairdrying and stoving enamels, metal decorative
MTO/WS and roller coating, non yellowing.
ALK 3051 | Medium oil Mixed Fatty Acid Alkyd Resin 99 60 50 MTOMS 50 15 40 % in 8 100-120 2-3 4-5 O/  Lowcostairdrying and stoving enamels, metal decorative
MTO/WS and roller coating, non vellowing.
ALK 3052 | Medium oil Mixed Fatty Acid Alkyd Resin 99 60 50 MTOMS 50 15 40 % in 4 150-180 2-3 4-5 O/  Lowcostairdrying and stoving enamels, metal decorative
MTO/WS and roller coating, non yellowing.
ALK 3053 | Medium oil Mixed Fatty Acid Alkyd Resin 99 60 50 MTOMS 50 15 40 % in 8 150-180 2-3  4-5 O/  Lowcostairdrying and stoving enamels, metal decorative
MTO/WS and reller coating, non yellowing.
. S . . 40 % in Architectural undsrcoats, primers for auto finishes,
ALK 3054 Meadium oil Mixed Fatty Acid Alkyd Rasin 60 55 50 MTOMNS 50 15 MTOMWS 4 230 - 250 2-3 4-5 O/N general purpose white and dark shade enamels.
. N . . 40 % in Architectural undercoats, primers for auto finishes,
ALK 3055 Medium oil Mixed Fatty Acid Alkyd Resin 60 55 50 MTOMNS 50 15 MTOMWS 8 230 - 250 2-3 4-5 O/N general purpose white and dark shade enamels.
: o . . Architectural undsrcoats, primers for auto finishes,
Medium oil Mixed Fatty Acid Alkyd Resin : : :
ALK 3953 by yd 60 55 50 MTOMWS 50 15 40%in 5 790-1000 2-3 4-5 OMN  general purpose white and dark shade enamels. alkyd is
MTO/WS dark brown in colour.
: : ; ; Architectural undercoats, primers for auto finishes
Medium oil Fatty Acid Alkyd Resin : : ! =
ALK 3955 | Economy B kyd 80 56 50 MTOMWS 50 15 40 % in - 150-180 2-3  4-5 O/N  general purpose white and dark shade enamels . alkyd is
MTO/WS dark brown in colour.
@ - As such viscosity In Pa.s @ 23°C MTO - Mineral Turpentine Ol WS - White Spirlt O/N - Overnight For more details request for Individual Data Sheets
This overview glves the key properties of broad selectlon of preducts.The
product speclfication were comrect at the time of publishing but they may
change from time to time. It Is recommended to contact us for
comprehensive information on full range of products.
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1| Alkyd Resin MPD INDUSTRIES P LTD.
Color in I\ﬂmslty V::l;o;“l"t:y OH
Product % Solids Supply Options Qil Length Acid Value Gardner n Gardner e
Code Product Name (+-1%) Solvent i Max. Reducer Scale  @25°C(50%) Insec.in Value Application
Max. Solution B4 ford cup
C Short Oil Alkyd Resin
ALK 1144 | Short Qil Linseed Alkyd Resin 70 60 Xylene 40 156 g’g%ﬂi‘;‘ 7 0-5 100-130 100-120 Stoving enamsls, undercoats, NC lacquers.
ALK 2144 | Short Ol DCO Alkyd Resin 70 60 Xylens 30 15 50 % in 7 0-§ 100-130 100-120 Stoving enamels for washing machines, refrigerators,
Xylene undercoats , NC paints.
50 % i Corrosion resistence primers, air drying and stoving
ALK 3144 | Short Oil Soybean Oil Alkyd Resin 70 60 Xylens 30 15 Xylenlg 4 u-v 160-180 105-115 refinishes, 2K PU for wood finish, automotive refinishing
enamels.
50 % | Corrosion resistence primers, air drying and stoving
ALK 3145 | Short Oil Mixed fatty Acid Alkyd Resin 70 60 Xylene 30 15 Xylenlg 6 U-v 160-180 105-115 refinishes, 2K PU for wood finish, automotive refinishing
enamels.
% | Nen yellowing baking enamels, tin plate vamishes,
ALK 4130 | Short Coconut Oil Alkyd Resin 70 60 Xylene 32 15 ‘;,(OI i d U-v 160-180 115-125 general purpose stoving enamels, pelyurethane finishes,
Ll high quality clear and pigmented NC lacquers.
. Non yellowing baking enamels, tin plate vamishes,
ALK 4131 | Short Coconut Qil Alkyd Resin 70 60 Xylens 32 15 50 % in 2 O0-8 100-130 110-120 general purpose stoving enamels, polyurethane finishes,
Xylene high quality clear and pigmented NC lacquers.
. Non yellowing beaking enamels, tin plate vamishes,
ALK 4132 | Short Coconut Qil Alkyd Resin 70 60 Xylene 32 15 50 % in 2 Uu-v 160-180 110-120 general purpose stoving enamsls, polyurethane finishes,
Xylene high quality clear and pigmented NC lacquers.
. Nen yellowing baking enamels, tin plate vamishes,
ALK 4133 | Short Coconut Oil Alkyd Resin 70 60 Xylene 32 15 50 % in 2 wW-21 250-300 110-120 general purpose stoving enamels, polyurethane finishes,
Xylene high quality clear and pigmented NC lacquers.
o+ Nen yellowing baking enamels, tin plate vamishes,
ALK 4134 | Short Coconut Oil Alkyd Resin 70 60 Xylene 32 15 50 % in 2 726 -Z7 400-600 110-120 general purpose stoving enamels, pelyurethane finishes,
Xylene high quality clear and pigmented NC lacquers.
. . : : Dark shade corrosion resistence primers and air drying
Allicaga) (| =R NBEC HR A0 Ak Hemn 70 60 Xylene 32 15 50 % in i U-V  160-180 100-110 and stoving refinishes and automotive refinishing
CRHOMy Xylene enamels, itis a dark brown alkyd resin.
MTO - Mineral Turpentine Ol WS - White Spirit O/N - Overnight For more details request for Individual Data Sheets
This overview glves the key properties of broad selectlon of preducts.The
product speclfication were comrect at the time of publishing but they may
change from time to time. It Is recommended to contact us for
comprehensive information on full range of products.
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1| Alkyd Resin MPD INDUSTRIES P LTD.

Colorin Viscosity Viscosity Gardener

Gardner InGardener at30°C Viscosity OH
Scale @25°C(55%) Insec.in (50% Value
Max. Solution B4 ford cup Solution)

D Fast Drying Alkyd Resin

Product
Code

% Solids Supply Options
(+/-1 %)

Oil Length Acid Value

Solvent in% Max.

Product Name Reducer Application

ALK 2272 | Mixed Fatty Acid Fast Drying Alkyd Resin 55 60 70 d‘%’.':?;?ﬁ’s 48 15 *')Jg I'fnt' 6  4000-5500 140-160 T-U 45 ‘:gitr'\:s _fange of vehicle refinishes, fast drying industrial
ALK 2236 | Mixed Fatty Acid Fast Drying Alkyd Resin 55 60 70 Xylene 34 15 F;(‘; I‘z:nt' 4  1000-1500 100-120 ©O-R #1 ‘;\:itrl‘?s _range of vehicle refinishes, fast drying industrial
ALK 3236 | Mixed Fatty Acid Fast Drying Alkyd Resin 55 60 70 Xylene 28 15 *')’g &"nt' 4  4000-5500 300-350 X-Z 28 ‘:gicrl;'s _range of vehicle refinishes, fast drying industrial
ALK 3237 | Mi ; : : 50 % in Corrpsion resistence primars_, air drying_ and s@ov!ng

ixed Fatty Acid Fast Drying Alkyd Resin 55 60 70 Xylene 47 15 Xicn 4 600 - 1200 70-90 J-N 63 :ﬁ:rl::;_s' 2K PU for wood finish, automotive refinishing
ALK 3230 | Mixed Fatty Acid Fast Drying Alkyd Resin 55 60 70 Xylene 36 15 5)’& Ent‘ 2  4000-6000 160-180 U-V 91 Lfgumﬁtgi:lﬂmf;% fi'::‘ﬁ;f;giﬂziﬁ;?:ﬁ%m ;z'::_ntand
ALK 3282 | Mixed Fatty Acid Fast Drying Alkyd Resin 55 60 70 Xylene 45 12 g& :fni: 4  2500-3500 115-135 Q-S 62 g"r;‘::g’?;‘g:s?;;f:;%; rﬁﬁ;ij::z :-; :;ﬁl;rgizgg.baking , fast
ALK 3227 | Mixed Fatty Acid Fast Drying Alkyd Resin 55 60 70 Xylene 36 15 ?& :’;"nt‘ 4  5000-7000 160-180 U-V - Lﬂn‘ﬁtﬂiilﬂ’éﬁl% Er;mjrrsa ?Sﬂiﬂ?,‘ﬁﬂm?%ﬁ ;%I:se.ntand
nisms | WOITatysdFauDInG AR  gr gy T g 2 8 BAR . om0 w0 ez s Nemoldeteslr e mieies dekoneur

Prc?:l".ﬂ Product Name %Sollds(::glp‘:z',()ptlons Solvent Oilimgth Aﬁmllue Reducer %EE; :;::}:f?: Su‘ll':;ce fr::c:ry I-cllar;d Application

inHrs. inHrs. inHrs.

Max. B4 ford cup

E Rosin Modified Alkyd Resin

; ; ; 40 % in . - . Furniture enamel, metal decorating application and low

ALK 1541 | Rosinated Linseed Alkyd Resin 89 60 50 MTO/MWS 42 20 MTOMS 10 60 - 80 1-2 4-6 OMN costair drying decorative and Industrial paints.
; ; ; 40 % in . - . Fumiture enamel, metal decorating application and low

ALK 1542 | Rosinated Linseed Alkyd Resin 60 50 MTO/WS 42 20 MTOMS 10 100 - 130 1-2 4-6 OMN cost air drying decorative and Industrial paints.
; ; ; 40 % in . _ . Fumiture enamel, metal decorating application and low

ALK 1543 | Rosinated Linseed Alkyd Resin 60 50 MTO/WS 42 20 MTOM'S 10 150 - 180 1-2 4-6 OMN cost air drying decorative and Industrial paints.
MTO - Mineral Turpentine Ol WS - White Spirit O/N - Overnight For more details request for Individual Data Sheets

This overview glves the key properties of broad selectlon of preducts.The
product speclfication were comrect at the time of publishing but they may
change from time to time. It Is recommended to contact us for
comprehensive information on full range of products.
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1| Alkyd Resin MPD INDUSTRIES P LTD.

Colorin Viscosity
Cardner at 30°C Surface Tack Hard

dry freedry dry  Application
S;Ac:: ninf:e“c’.l:p inHrs.  inHrs. inHrs.

E Rosin Modified Alkyd Resin

Product
Code

% Solids Supply Options
(+/-1 %)

Oil Length Acid Value

Solvent in% Max.

Product Name Reducer

ALK 1544 | Rosinated Linseed Alkyd Resin 60 50 MTOWS 42 20 ;Tﬂgyvgps 10 200-250 1-2 4-6 ON ES'ST:::’: r;:;’;:{'m r':m' :r:mf:&g‘tgia?gz'iiﬂim and low
ALK 2541 | Rosinated DCO Alkyd Resin 99 60 50 MTOWS 52 20 ;Tﬂgyvgps 10 60 - 80 2-3 4-8 ON E:,'ST:::T: r;:;g‘:{'m r’;m' é’;ﬁ:ﬁ?ﬁﬁ%ﬁ%ﬂ!‘.ﬁ“" and low
ALK 2542 | Rosinated DCO Alkyd Resin 60 50 MTOWS 52 20 h:.l‘!g‘;vg‘s 10 100-130 2-3 4-6 ON E:,'ST:::T: r;"f“;';‘:('m rﬂ;:f'e' :&Oﬁ‘fgﬁgﬂaﬁgﬂi"ﬁbﬂ and low
ALK 2543 | Rosinated DCO Alkyd Resin 60 50 MTOWS 52 20 n:'?gms 10 150-180 2-3 4-6 ON E;'sT;tI‘:f: r;g;';‘:{'m rﬂ;:f'e: f&ﬁ?ﬁﬁ%ﬁﬁ‘;ﬁﬁh" and low
ALK 3542 | Rosinated Soybean Oil Alkyd Resin 60 50 MTO/WS 42 20 h:.l‘?g‘;vg‘s 10 100-120 2-3 4-6 ON E;'ST;E:’: M";‘;'g‘:{'m rﬂ;g\‘i' ;’&“ﬁ?ﬁl‘%;‘;‘;‘i‘.ﬁ‘°" and low
ALK 3543 | Rosinated Soybean Oil Alkyd Resin 60 50 MTO/WS 42 20 J?S’?vif"s 10 140-160 2-3 4-6 ON E;'ST;T:’: r;;‘;';:{'m rﬂ;m' :&ﬁﬁt‘tﬂjﬁ.ﬁion and low

Economical dark shade furniture enamel, metal

ALk 3943 | foonaled Miedfally acid Allyd Resin - g g0 50 mTOWS 42 20 40%In 150-180 2-3 4-6 O/N decorating application and low cost air drying paints. This
y MTO/WS alkyd is dark brown.
Colorin  Viscosity
Product % Solids Supply Options Oil Length Acid Value Gardner at 25°C i
Code Product Name (/-1 %) Solvent in % Max. Scale in Poise Application

Max. {As such})

F Acrylic Modified Alkyd Resin

ALK 3183 52 | Acrylated Alkyd Resin 52 Xylene 45 25 8 10-15 Industrial and air drying stoving systems.

ALK 3185 55 | Acrylated Alkyd Resin 55 Aromax 44 15 8 20- 30 Reller coating enamels, metal decorating vamishes.

Roller coating enamel medium and metal decoration

ALK 3186 60 | Acrylated Alkyd Resin 60 Aromax 55 20 8 40 -50 vamishes and tube coating varnishes.
ALK 3187 52 | Acrylated Alkyd Resin 52 Xylene 23 15 8 30-40 Industrial fast air drying systems.
MTO - Mineral Turpentine Oll WS - White Spirit O/N - Overnight For more details request for Individual Data Sheets

This overview glves the key properties of broad selectlon of preducts.The
product speclfication were comrect at the time of publishing but they may
change from time to time. It Is recommended to contact us for
comprehensive information on full range of products.
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Product
Code

Alkyd Resin

% Solids Supply Options

(/-1 %) Solvent

Product Name

Styrene Modified Alkyd Resin

Oil Length Acid Value
in %

Styrene
Max. %

Colorin Viscosity

Gardner at 25°C Gardner
Scale Polse Viscosity
Max. (As such)

MPD INDUSTRIES P LTD.

Application

|

ALK 3080 60

ALK 3081 &0

ALK 3082 60

ALK 3083 60

Product
Code

Styrenated Alkyd Resin 60 Xylene
Styrenated Alkyd Resin 60 Xylene
: Xylene/
Styrenated Alkyd Resin 60 MTOMWS
Styrenated Alkyd Resin 60 Xylene
Product Name * Sollds(::?lp‘:z,ommns Solvent

Urethane Modified Alkyd Resin

32

15 30-32

15 30-32

15 32 -36

15 32-36
Acid Value

Max. Reducer

6 15-30

6 90 - 150

Colorin
Gardner
Scale
Max.

Y-22

24 -76

U-X

Viscosity
at 30°C
in sec.in
B4 ford cup

Medium viscosity, quick drying, industrial finishes,
insulating varnish and machinery equipments.

Low viscosity, quick drying, industrial finishes, insulating
vamish and machinery.

Very high viscosity Jlarge pattem hammer finishes, fast
drying industrial finishes.

Pigment pastes and concentrates.

Application

ALK 3150

ALK 3151

ALK 3152

Product
Code

Urethanated Alkyd Resin 55 60 MTO/WS
Urethanated Alkyd Resin 55 60 MTO/WS
Urethanated Alkyd Resin 55 60 MTO/WS
Product Name %% Solids; f:l:‘rlp‘;z,t)ptions Solvent

10 50 % in
MTO/WS

10 50 % in
MTO/WS

10 50 % in
MTO/WS

“"m_'“e Clarity

Colorin
Gardner
Scale
Max.

120 - 140

60 - 90

50-70

Viscosity
at 30°C
in sec.in
B4 ford cup

Hard wearing wood finishes, parquet sealers, fast drying
synthetic resin coatings , industrial primer surfaces.

Hard wearing wood finishes, parquet sealers, fast drying
synthetic resin coatings , industrial primer surfaces.

Higher durability exterior coatings, hard wearing wood
finishes, parquet sealers, fast drying synthetic resin
coatings.

Application

I Phenolic Modified Alkyd Resin

ALK1570

ALK1580 60

Phenolic Modified Alkyd Resin 65 65 70 Xylene

Phenolic Modified Alkyd Resin 60 Xylene

MTO - Mineral Turpentine Ol

20 Clear 10
20 Clear 10
WS - White Spirit O/N - Overnight

30-40

300 - 400

Hammertienefinishes.

Hammerione finishes.

For more details request for Individual Data Sheets

This overview glves the key properties of broad selectlon of preducts.The
product speclfication were comrect at the time of publishing but they may
change from time to time. It Is recommended to contact us for
comprehensive information on full range of products.
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MPD

WE INMOVATE. WE SEAVE

MPD INDUSTRIES PLTD
An IS0 9001, 14001, 18001 certified company
Plot No 59 & 63 Sanwer Road, Industrial Area,
Sector "A", Indore - 452015
Madhya Pradesh, INDIA
Tel: +91 731 2973326
+91 731 3299031
Mobile : +91 90981 63153
Email : info@mpdin.com , info@mpdyechem.com
Website : www.mpdin.com www.mpdyechem.com

For Technical Data Sheet & Material Safety Data Sheet and any type of query related with product
kindly contact us at info@mpdyechem.com






