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1| RESIN
1| Alkyd Resin MPD INDUSTRIES P LTD.
Lolorln Viscosity Surface Tack Hard
Product Product Name % Solids Supply Options Solvent Qil Length Acid Value Reducer Gardner at30°C dry freadry  dry Application
Code (+5-1%) in% Max. Scale in sec.in inH i i
Max. Bafordcup INHTS- nHrs. inHrs.
A Long Oil Alkyd Resin
: : 50 % in ) _ High quality decorative paints and air drying enamels with
ALK 1063 | Long Linseed Alkyd Resin g9 80 70 60 MTO/MWS 64 10 MTO/MWS 8 50 - 60 1-2 4-5 O/N excellentgloss.
: : 50 % in ) _ High quality decorative paints and air drying enamels with
ALK 1064 | Long Linseed Alkyd Resin g9 80 70 60 MTO/MWS 64 12 MTOMWS 8 100 - 120 1-2 4-5 O/N excellentgloss.
. 50 % in _ _ ) Air drying enamels, roller coating, exterior finishes and for
ALK 2064 | Long DCO Alkyd Resin g9 80 70 60 MTO/WS 64 10 MTOMWS 9 110 - 130 2-3 5-7 O/N overprintvarnishes.
, 50 % in ) _ ) Nen yellowing first quality white synthetic enamels, roller
ALK 3060 | Long Soybsan Alkyd Resin 99 80 70 60 MTO/MWS 64 10 MTOMS 4 60 - 80 2-3 5-6 O/N coating, good color retention property.
. 50 % in Nen yellowing high quality synthetic enamels and roller
ALK 3061 | Long Soybean Alkyd Resin 99 80 70 60 MTO/WS 64 10 MTO/WS 8 60 - 80 2-3 5-6 O/N coating, good color retention property.
; 50 % in Nen yellowing high quality synthetic enamels and roller
ALK 3062 | Long Soybean Alkyd Resin 99 80 70 60 MTO/MWS 64 10 MTOMS 4 110 - 130 2-3 5-6 O/N coating, good color retention property.
; 50 % in Non yellowing high quality synthetic enamels and roller
: 50 % in Non yellowing high quality synthetic enamels and roller
ALK 3064 | Long Soybean Alkyd Resin 99 80 70 60 MTO/MWS 64 10 MTO/MWS 4 160 - 180 2-3 5-6 O/N coating, good color retention property.
; 50 % in ) ) ) Non yellowing high quality synthetic enamels and roller
ALK 3065 | Long Soybean Alkyd Resin 99 80 70 60 MTO/WS 64 10 MTO/WS 8 160 - 180 2-3 5-6 O/N coating, good color retention property.
. 50 % in Dark shade economical quality synthetic enamels. Alkyd is
ALK 3965 | Long Soybean Alkyd Resin Economy 99 80 70 60 MTO/WS 64 10 MTO/WS - 160 - 180 2-3 5-6 ON darkb (heolor
: 50 % in High quality printing inks for paper and tins with excellent
ALK 3066 99 | Long Soybean Alkyd Resin 99 MTO/MWS 65 10 MTO/WS 8 23-27 2-3 5-6 ON o
ALK 107299 | Long Linseed Isophthalic Alkyd Resin 99 MTOWS 70 15 80%in  4q 24-30 =2 A5 g Pieel webofteets hiaetied, matrl decorsting Ink and low
MTO/WS odorink.
. . 50 % in Offset, web offset, sheetfed , metal decorating ink and low
ALK 3072 99 | Long Soybean Isophthalic Alkyd Resin g9 MTO/WS 70 12 MTOMWS 8 40 - 45 2-3 5-6 O/N odourink.
MTO - Mineral Turpentina Oil WS - White Spirlt O/N - Overnight For more details request for Individual Data Sheets
This overview glves the key properties of broad selection of preducts.The
product specification were correct at the time of publishing but they may
change from time to time. It Is recommended to contact us for
comprehensive information on full range of products.
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1| Alkyd Resin MPD INDUSTRIES P LTD.
Colorin Viscosity
Surface Tack Hard
Product Product Name % Solids Supply Options Solvent Qil Length Acid Value Reducer Gardner at30°C dry freadry  dry Application
Code (+5-1%) in% Max. Scale in sec,in inH i i
Max. Bafordeup INHTS. nHrs. inHrs.
A Long Oil Alkyd Resin
ALK 3074 93 | Long Soybean Isophthalic Alkyd Resin 89 MTO/WS 74 8 @ 6 35-45 2-3 5-6 O/N Offset , Web Offset , Sheetfed , Metal decorating ink and
low odour Ink.
B Medium Oil Alkyd Resin
; o ; 40 % in _ N ; Primers and undercoats, fumiture enamels, low cost
ALK 1151 | Medium Qil Linseed Alkyd Resin 99 60 50 MTO/MWS 52 10 MTOWS 10 60 - 80 1--2 3-4 OMN industrial and architecture paints.
; o ; 40 % in _ " Y Primers and undercoats, fumiture enamels, low cost
ALK 1152 | Medium Qil Linseed Alkyd Resin 99 60 50 MTO/WS 52 15 MTO/WS 1 120 - 140 1--2 3-4 OMN industrial and architecture paints.
; o ; 40 % in _ ” i} Primers and undercoats, fumiture enamels, low cost
ALK 1153 | Medium Oil Linseed Alkyd Resin 99 60 50 MTO/MWS 52 15 MTO/WS 1 140 - 160 1--2 3-4 OMN industrial and archHecture paints.
ALK 3050 | Medium oil Mixed Fatty Acid Alkyd Resin 99 60 50 MTOMWS 50 15 40 % in 4 100-120 2-3 4-5 ©O/N  Lowcostairdrying and stoving enamels, metal decorative
MTO/WS and roller coating, non yellowing.
ALK 3051 | Medium oil Mixed Fatty Acid Alkyd Resin 99 60 50 MTOMS 50 15 40 % in 8 100-120 2-3 4-5 ©O/N  Lowcostairdrying and stoving enamels, metal decorative
MTO/WS and roller coating, non yvellowing.
ALK 3052 | Medium oil Mixed Fatty Acid Alkyd Resin 99 60 50 MTOMS 50 15 40 % in 4 150-180 2-3 4-5 ©O/N  Lowcostairdrying and stoving enamels, metal decorative
MTO/WS and roller coating, non yellowing.
ALK 3053 | Medium oil Mixed Fatty Acid Alkyd Resin 99 60 50 MTOMS 50 15 40 % in 8 150-180 2-3  4-5 O/  Lowcostairdrying and stoving enamels, metal decorative
MTO/WS and reller coating, non yvellowing.
. S . . 40 % in Architectural undsrcoats, primers for auto finishes,
ALK 3054 Meadium oil Mixed Fatty Acid Alkyd Rasin 60 55 50 MTOMNS 50 15 MTOMWS 4 230 - 250 2-3 4-5 O/N general purpose white and dark shade enamels.
. N . . 40 % in Architectural undercoats, primers for auto finishes,
ALK 3055 Medium oil Mixed Fatty Acid Alkyd Resin 60 55 50 MTOMNS 50 15 MTOMWS 8 230 - 250 2-3 4-5 O/N general purpose white and dark shade enamels.
: o . . Architectural undsrcoats, primers for auto finishes,
Medium oil Mixed Fatty Acid Alkyd Resin : : :
ALK 3953 ty yd 60 55 50 MTOMWS 50 15 40%in 5 7p0-1000 2-3 4-5 OMN  general purpose white and dark shade enamels. alkyd is
MTO/WS dark brown in colour.
: : ; : Architectural undercoats, primers for auto finishes
Medium oil Fatty Acid Alkyd Resin : : ! o
ALK 3955 | Economy B kyd 80 56 50 MTOMWS 50 15 40 % in - 150-180 2-3 4.5 O/N  general purpose white and dark shade enamels . alkyd is
MTO/WS dark brown in colour.
@ - As such viscosity In Pa.s @ 23°C MTO - Mineral Turpentine Ol WS - White Spirlt O/N - Overnight For more details request for Individual Data Sheets
This overview glves the key properties of broad selection of preducts.The
product specification were correct at the time of publishing but they may
change from time to time. It Is recommended to contact us for
comprehensive information on full range of products.
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1| Alkyd Resin MPD INDUSTRIES P LTD.
Color in I\ﬂmslty V::l;o;“l"t:y OH
Product % Solids Supply Options Qil Length Acid Value Gardner n Gardner e
Code Product Name (+/-1%) Solvent o Max. Reducer Scale  @25°C(50%) Insec.in Value Application
Max. Solution B4 ford cup
C Short Oil Alkyd Resin
ALK 1144 | Short Qil Linseed Alkyd Resin 70 60 Xylene 40 156 g’g%ﬂi‘;‘ 7 0-5 100-130 100-120 Stoving enamsls, undercoats, NC lacquers.
ALK 2144 | Short Oil DCO Alkyd Resin 70 60 Xylens 30 15 50 % in 7 0-§ 100-130 100-120 Stoving enamels for washing machines, refrigerators,
Xylene undercoats , NC paints.
50 % i Corrosion resistence primers, air drying and stoving
ALK 3144 | Short Oil Soybean Oil Alkyd Resin 70 60 Xylens 30 15 Xylenlg 4 u-v 160-180 105-115 refinishes, 2K PU for wood finish, automotive refinishing
enamels.
50 % | Corrosion resistence primers, air drying and stoving
ALK 3145 | Short Oil Mixed fatty Acid Alkyd Resin 70 60 Xylene 30 15 Xylenlg 6 U-v 160-180 105-115 refinishes, 2K PU for wood finish, automotive refinishing
enamels.
% | Nen yellowing baking enamels, tin plate vamishes,
ALK 4130 | Short Coconut Oil Alkyd Resin 70 60 Xylene 32 15 ‘;,(OI i 1 U-v 160-180 115-125 general purpose stoving enamels, pelyurethane finishes,
Ll high quality clear and pigmented NC lacquers.
. Non yellowing baking enamels, tin plate vamishes,
ALK 4131 | Short Coconut Qil Alkyd Resin 70 60 Xylens 32 15 50 % in 2 O-8 100-130 110-120 general purpose stoving enamels, polyurethane finishes,
Xylene high quality clear and pigmented NC lacquers.
. Non yellowing baking enamels, tin plate vamishes,
ALK 4132 | Short Coconut Qil Alkyd Resin 70 60 Xylene 32 15 50 % in 2 Uu-v 160-180 110-120 general purpose stoving enamsls, polyurethane finishes,
Xylene high quality clear and pigmented NC lacquers.
. Nen yellowing baking enamels, tin plate vamishes,
ALK 4133 | Short Coconut Oil Alkyd Resin 70 60 Xylene 32 15 50 % in 2 W-21 250-300 110-120 general purpose stoving enamels, polyurethane finishes,
Xylene high quality clear and pigmented NC lacquers.
o+ Nen yellowing baking enamels, tin plate vamishes,
ALK 4134 | Short Coconut Oil Alkyd Resin 70 60 Xylene 32 15 50 % in ) 726 -Z7 400-600 110-120 general purpose stoving enamels, pelyurethane finishes,
Xylene high quality clear and pigmented NC lacquers.
- . . - Dark shade corrosion resistence primers and air drying
Allicagan) (| =i BE R 560 Ak hemn 70 60 Xylene 32 15 50 % in i U-V  160-180 100-110 and stoving refinishes and automotive refinishing
LRty Xylene enamels, itis a dark brown alkyd resin.
MTO - Mineral Turpentine Ol WS - White Spirit O/N - Overnight For more details request for Individual Data Sheets
This overview glves the key properties of broad selection of preducts.The
product specification were correct at the time of publishing but they may
change from time to time. It Is recommended to contact us for
comprehensive information on full range of products.
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1| Alkyd Resin MPD INDUSTRIES P LTD.

Colorin Viscosity Viscosity Gardener

Gardner InGardener at30°C Viscosity OH
Scale @25°C(55%) Insecin {(50% Value
Max. Solution B4 ford cup Solution)

D Fast Drying Alkyd Resin

Product
Code

% Solids Supply Options
(+/-1 %)

Oil Length Acid Value

Solvent in% Max.

Product Name Reducer Application

ALK 2272 | Mixed Fatty Acid Fast Drying Alkyd Resin 55 60 70 d‘%’.':?;?ﬁ’s 48 15 *')Jg I'fnt' 6  4000-5500 140-160 T-U 45 ‘:gitr'\:s _fange of vehicle refinishes, fast drying industrial
ALK 2236 | Mixed Fatty Acid Fast Drying Alkyd Resin 55 60 70 Xylene 34 15 F;(‘; I‘z:nt' 4  1000-1500 100-120 O-R #1 ‘;\:itrl‘?s _range of vehicle refinishes, fast drying industrial
ALK 3236 | Mixed Fatty Acid Fast Drying Alkyd Resin 55 60 70 Xylene 28 15 *')’g &"nt' 4  4000-5500 300-350 X-Z 98 ‘:gicrl;'s _range of vehicle refinishes, fast drying industrial
ALK 3237 | Mi ; : : 50 % in Corrpsion resistence primars_, air drying_ and s@ov!ng

ixed Fatty Acid Fast Drying Alkyd Resin 55 60 70 Xylene 47 15 i 4 600 - 1200 70-90 J-N 63 :ﬁ:rl::;_s' 2K PU for wood finish, automotive refinishing
ALK 3230 | Mixed Fatty Acid Fast Drying Alkyd Resin 55 60 70 Xylene 36 15 5)’& Ent‘ 2  4000-6000 160-180 U-V 91 Lfgumﬁtgi:lﬂmf;% fi'::‘ﬁ;f;giﬂziﬁ;?:ﬁ%m ;z'::_ntand
ALK 3282 | Mixed Fatty Acid Fast Drying Alkyd Resin 55 60 70 Xylene 45 12 g& :fni: 4  2500-3500 115-135 Q-S 62 g"r;‘::g’?;‘g:s?;;f:;%; rﬁﬁ;ij::z :-; :;ﬁl;rgizgg.baking , fast
ALK 3227 | Mixed Fatty Acid Fast Drying Alkyd Resin 55 60 70 Xylene 36 15 ?& :’;"nt‘ 4  5000-7000 160-180 U-V - Lﬂn‘ﬁtﬂiilﬂ’éﬁl% Er;mjrrsa ?Sﬂiﬂ?,‘ﬁﬂm?%ﬁ ;%I:se.ntand
nisms | WOITatysudFaDInGAIRIM gy g0 T g 2 8 BER . om0 w0 Xz s Jemoldeteslriide miaies dekoniur

Prc?:l".ﬂ Product Name %Sollds(::glp‘:z',()ptlons Solvent Oilimgth Aﬁmllue Reducer %EE; :;::}:f?: Su‘ll':;ce fr::c:ry I-cllar;d Application

inHrs. inHrs. inHrs.

Max. B4 ford cup

E Rosin Modified Alkyd Resin

; ; ; 40 % in . - . Furniture enamel, metal decorating application and low

ALK 1541 | Rosinated Linseed Alkyd Resin 89 60 50 MTO/MWS 42 20 MTOMS 10 60 - 80 1-2 4-6 OMN costair drying decorative and Industrial paints.
; ; i 40 % in . - . Fumiture enamel, metal decorating application and low

ALK 1542 | Rosinated Linseed Alkyd Resin 60 50 MTO/WS 42 20 MTOMS 10 100 - 130 1-2 4-6 OMN cost air drying decorative and Industrial paints.
; ; ; 40 % in . - . Fumiture enamel, metal decorating application and low

ALK 1543 | Rosinated Linseed Alkyd Resin 60 50 MTO/WS 42 20 MTOMS 10 150 - 180 1-2 4-6 OMN cost air drying decorative and Industrial paints.
MTO - Mineral Turpentine Ol WS - White Spirit O/N - Overnight For more details request for Individual Data Sheets

This overview glves the key properties of broad selection of preducts.The
product specification were correct at the time of publishing but they may
change from time to time. It Is recommended to contact us for
comprehensive information on full range of products.
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1| Alkyd Resin MPD INDUSTRIES P LTD.

Colorin Viscosity
Cardner at 30°C Surface Tack Hard

dry freedry dry  Application
S;Ac:: ninf:e“c’.l:p inHrs.  inHrs. inHrs.

E Rosin Modified Alkyd Resin

Product
Code

% Solids Supply Options
(+/-1 %)

Oil Length Acid Value

Solvent in% Max.

Product Name Reducer

ALK 1544 | Rosinated Linseed Alkyd Resin 60 50 MTOWS 42 20 ;Tﬂgyvgps 10 200-250 1-2 4-6 ON ES'ST:::’: r;:;’;:{'m r':m' :r:mf:&g‘tgia?gz'iiﬂim and low
ALK 2541 | Rosinated DCO Alkyd Resin 99 60 50 MTOWS 52 20 ;Tﬂgyvgps 10 60 - 80 2-3 4-86 ON E:,'ST:::T: r;:;g‘:{'m r’;m' é’;ﬁ:ﬁ?ﬁﬁ%ﬁ%ﬂ!‘.ﬁ“" and low
ALK 2542 | Rosinated DCO Alkyd Resin 60 50 MTOWS 52 20 h:.l‘!g‘;vg‘s 10 100-130 2-3 4-6 ON E:,'ST:::T: r;"f“;';‘:('m rﬂ;:f'e' :&Oﬁ‘fgﬁgﬂaﬁgﬂi"ﬁbﬂ and low
ALK 2543 | Rosinated DCO Alkyd Resin 60 50 MTOWS 52 20 n:'?gms 10 150-180 2-3 4-6 ON E;'sT;tI‘:f: r;g;';‘:{'m rﬂ;:f'e: f&ﬁ?ﬁﬁ%ﬁﬁ‘;ﬁﬁh" and low
ALK 3542 | Rosinated Soybean Oil Alkyd Resin 60 50 MTO/WS 42 20 h:.l‘?g‘;vg‘s 10 100-120 2-3 4-6 ON E;'ST;E:’: M";‘;'g‘:{'m rﬂ;g\‘i' ;’&“ﬁ?ﬁl‘%;‘;‘;‘i‘.ﬁ‘°" and low
ALK 3543 | Rosinated Soybean Oil Alkyd Resin 60 50 MTO/WS 42 20 J?S’?vif"s 10 140-160 2-3 4-6 ON E;'ST;T:’: r;;‘;';:{'m rﬂ;m' :&ﬁﬁt‘tﬂjﬁ.ﬁion and low

Economical dark shade furniture enamel, metal

ALk 3343 | foonaled Miedfally acid Allyd Resin - g9 g0 50 wmTOWS 42 20 40%In 150-180 2-3 4-6 O/N decorating application and low cost air drying paints. This
y MTO/WS alkyd is dark brown.
Colorin  Viscosity
Product % Solids Supply Options Oil Length Acid Value Gardner at 25°C b
Code Product Name (+/-1 %) Solvent in % Max. Scale in Poise Application

Max. (As such})

F Acrylic Modified Alkyd Resin

ALK 3183 52 | Acrylated Alkyd Resin 52 Xylene 45 25 8 10-15 Industrial and air drying stoving systems.

ALK 3185 55 | Acrylated Alkyd Resin 55 Aromax 44 15 8 20- 30 Reller coating enamels, metal decorating vamishes.

Roller coating enamel medium and metal decoration

ALK 3186 60 | Acrylated Alkyd Resin 60 Aromax 55 20 8 40 -50 vamishes and tube coating varnishes.
ALK 3187 52 | Acrylated Alkyd Resin 52 Xylene 23 15 8 30-40 Industrial fast air drying systems.
MTO - Mineral Turpentine Ol WS - White Spirit O/N - Overnight For more details request for Individual Data Sheets

This overview glves the key properties of broad selection of preducts.The
product specification were correct at the time of publishing but they may
change from time to time. It Is recommended to contact us for
comprehensive information on full range of products.
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Product
Code

Alkyd Resin

% Solids Supply Options

(/-1 %) Solvent

Product Name

Styrene Modified Alkyd Resin

Oil Length Acid Value
in %

Styrene
Max. %

Colorin Viscosity

Gardner at 25°C Gardner
Scale Polse Viscosity
Max. (As such)

MPD INDUSTRIES P LTD.

Application

|

ALK 3080 860

ALK 3081 &0

ALK 3082 60

ALK 3083 60

Product
Code

Styrenated Alkyd Resin 60 Xylene
Styrenated Alkyd Resin 60 Xylene
: Xylene/
Styrenated Alkyd Resin 60 MTOMWS
Styrenated Alkyd Resin 60 Xylene
Product Name * Sollds(::?lp‘:z,ommns Solvent

Urethane Modified Alkyd Resin

32

15 30-32

15 30-32

15 32 -36

15 32-36
Acid Value

Max. Reducer

6 15- 30

6 90 - 150

Colorin
Gardner
Scale
Max.

Y-22

24 -76

U-X

Viscosity
at 30°C
in sec.in
B4 ford cup

Medium viscosity, quick drying, industrial finishes,
insulating varnish and machinery equipments.

Low viscosity, quick drying, industrial finishes, insulating
vamish and machinery.

Very high viscosity Jlarge pattem hammer finishes, fast
drying industrial finishes.

Pigment pastes and concentrates.

Application

ALK 3150

ALK 3151

ALK 3152

Product
Code

Urethanated Alkyd Resin 55 60 MTO/WS
Urethanated Alkyd Resin 55 60 MTO/WS
Urethanated Alkyd Resin 55 60 MTO/WS
Product Name %% Solids; f:l:‘rlp‘;z,t)ptions Solvent

10 50 % in
MTO/WS

10 50 % in
MTO/WS

10 50 % in
MTO/WS

“"m_'“e Clarity

Colorin
Gardner
Scale
Max.

120 - 140

60 - 90

50-70

Viscosity
at 30°C
in sec.in
B4 ford cup

Hard wearing wood finishes, parquet sealers, fast drying
synthetic resin coatings , industrial primer surfaces.

Hard wearing wood finishes, parquet sealers, fast drying
synthetic resin coatings , industrial primer surfaces.

Higher durability exterior coatings, hard wearing wood
finishes, parquet sealers, fast drying synthetic resin
coatings.

Application

I Phenolic Modified Alkyd Resin

ALK1570

ALK1580 60

Phenolic Modified Alkyd Resin 65 65 70 Xylene

Phenolic Modified Alkyd Resin 60 Xylene

MTO - Mineral Turpentine Ol

20 Clear 10
20 Clear 10
WS - White Spirit O/N - Overnight

30-40

300 - 400

Hammertienefinishes.

Hammertione finishes.

For more details request for Individual Data Sheets

This overview glves the key properties of broad selection of preducts.The
product specification were correct at the time of publishing but they may
change from time to time. It Is recommended to contact us for
comprehensive information on full range of products.
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1| RESIN
2 | Phenolic Resin MPD INDUSTRIES P LTD.
Product Softening Point Ball & Acid Val GardnerSesle  ViScosityinFCBA - MTO/WS
Product Name 9 2 ue Reducer @ 25°C{50% Tolerance Application
Code Ring°C Max. Max. (50% Solution) Min
Solution) ’
A Rosin Modified Phenolic Resin
: : : : _ 50% in ’ : Synthetic enamel, rust preventive lacquer, road marking
PHE §001 89 | Rosin Modified Phenolic Resin 130 - 140 25 Toluene 12 18 - 22 1:1 SAINE [atier prees arid offsetinks.
: : : : _ 50% in 3 1:00 Letter press and offset inks, liquid inks having better
PHE 5002 89 | Rosin Modified Phenolic Resin 125- 135 25 Tolusro 12 30-40 Sohait rloeo snd scnichis procitioss.
: : : : _ 50% in y . Letter press and offset inks, liquid inks having better
PHE 5003 82 | Rosin Modified Phenolic Resin 140 - 150 20 Toluene 12 30-40 1:00 Sotvait rolaaso arx seraichi= procirioss.
PHE 5004 99 | Rosin Modified Phenolic Resin 150 - 160 20 Sean 12 160 - 180 1:10  gheetoffsetinks, web offset inks.
PHE 500599 | Rosin Modified Phenolic Resin 150 - 160 25 50% in 12 50 - 70 1 Sheet offset inks , web offset inks, lithographic inks and
Toluene gravure printing inks.
PHE 5006 99 | Rosin Madified Phenolic Resin 150 - 160 25 ;3?:;: 12 80 - 110 1:90  shestoffsetinks, web offsetinks , packaging inks.
; ; . : 40% in ) Webset (heatset and coldset) offset inks, sheetfed offset
PHE 5007 93 | Rosin Modified Phenolic Resin 145 - 156 25 Yoo 12 45 -55 1:00 inks, waterless/letterpress, colored news inks.
. ' : . ) 30% in Soft oil varnishes, flushed colours, resin bonded pigments,
PHE 5008 93 | Rosin Madified Phenolic Resin 150 - 170 25 Toliare 12 30 -40 1:00 heat set printing ink.
PHE 510599 | Rosin Modified Phenolic Resin 106 - 118 125 - 135 %ﬁ:‘l 12 15 - 21 1:1 Printing ink.
sl Offset b offset (heatset and coldset terl
o , wab offset (hea and co , waterless,
PHE 5108 99 | Rosin Hydrocarbon Modified Hybrid Resin 150 - 170 25 S:“Vbﬁ‘i“ 12 109@ gg%"s 1299 iarriesa shestind a(n o Gloss ohfset )
QOil 30: 70
MTO - Mineral Turpentine Ol WS - White Spirit For more details request for Individual Data Sheets
This overview glves the key properties of broad selection of preducts.The
product specification were correct at the time of publishing but they may
change from time to time. It Is recommended to contact us for
comprehensive information on full range of products.
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Product
Code

PHE 5060 99

PHE 5062 99

PHE 5063 99

PHE 5068 99

Product
Code

Phenolic Resin

Mroduct Nams Softenl:ign:?lgt Ball & Ad;ﬂv:.lue
Alkyl Phenol Formaldehyde Resin

Alkyl Phenol Formaldehyde Resin 70-85 30
Alkyl Phenol Formaldshyde Resin 60-70 15
Alkyl Phenol Formaldehyde Resin 70-85 30
Alkyl Phenol Formaldehyde Resin 70-85 30

Acid Value

Softening Point Ball & Max.

Ring*°C

Product Name

Colorin Viscosity @ 30°C
Gardner Scale on Gardner
Max. (60% strokes (60 %
Solution in Solution in

Toluene} Toluenae

b 18 1 - 2
8 0.5-0.85
8 1-2
e 1-2
Colorin L
Gardner Scale Viscosityin FCB4
Max. (50% @ 30°C(50%
Solution in
Solution in tol
Tolunene)} uene

MPD INDUSTRIES P LTD.

Appearance

Reddish
brown lumps

Light yellow
solid lumps

Light yellow
solid lumps

Dark violet
brown solid
lumps

Apperance

Methylol
Content

14-18

8-12

14-18

12-16

Tolerance
of 50% soln.
in toluene

Application

Neoprene rubber solutions based adhesives

Autoprimer varnishes, wire enamels, weather and
chemical resistant varnishes.

Neoprene rubber solutions based adhesives.

Neoprene rubber solutions based adhesives.

Application

|

PHE 5040 98

PHE 5041 98

Product
Code

Phenolic Resin Novolac

Alcohol Soluble Phenolic Resin Novolac 70 - 90 60

Alcohol Soluble Phenolic Resin Novolac 90 - 100 60
9% Non

Product Name Volatile pH
Matter

2 20-35
2 20-35
Viscoslity Free
@ 25°C in cps Phenol %

Pale yellow to
amber lumps

Pale yellow to
amber lumps

Moisture % % Maximum

1:09%40
IMS

1:9910
IMS

Ash Content

Deep freeze, oil resistant, flexo / gravure inks. Spirit
varnishes, flexographic inks for food wrappers, aniline inks,
rust preventive lacquers, road marking and petrol resistant
paints, adhesives based cn necprens rubber solution.

Flexo/gravure inks, spirit vamishes, flexographic inks for
food wrappers, aniline inks, rust preventive lacquers, road
marking and petrol resistant paints, adhesives based on
necprene rubber solution.

Application

|

PHE 5799 70

Phenolic Resin Resol

Phenol Formaldehyde Resin Resol 70-75 6.5-69

IMS - Industrial Methylated Spirits

250 - 350 12-16

5-10

0.2

Shell moulding in foundry.

For more details request for Individual Data Sheets

This overview glves the key properties of broad selection of preducts.The
product specification were correct at the time of publishing but they may
change from time to time. It Is recommended to contact us for
comprehensive information on full range of products.
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1| RESIN

3| Rosin Modified Maleic Resin MPD INDUSTRIES P LTD.
Product Softening Point Ball & Acid Val GardnerSesle  ViScosityinFCBA - MTO/WS
Product Name 9 2 ue= Reducer @ 30°C {50 % Tolerance Application
Code Ring°C Max. Max. (50% Solution) Min
Solution) ’
A Rosin Modified Maleic Resin Oil Soluble
PHE 5111 99 | Rosin Modified Maleic Resin Oil Scoluble 135 - 140 20 _?cl'% in 12 24 -30 1:10 Varnishes , NClacquers.
oluene
. 1:3
PHE 5112 99 | Rosin Modified Maleic Resin Oil Soluble 120-130 25 _?cl'% in 12 24-30 Vamishes, NClacquers.
oluene
; 1:00
PHE 5113 98 | Rosin Modified Maleic Resin Oil Soluble 140 - 150 25 _?cl'% in 12 28 - 32 Vamishes , NClacquers.
oluene
PHE 5114 98 | Rosin Modified Maleic Resin Qil Soluble 115-120 25 _?cl'% in 12 70-80 1:00 Vamishes , NClacquers.
oluene
PHE 5115 98 | Rosin Modified Maleic Resin Oil Soluble 135-140 20 _?'\:I'% in 12 50 - 60 1:00 Vamishes, NClacquers.
oluene
PHE 5116 92 | Rosin Modified Maleic Resin Qil Soluble 115- 120 25 1?'5;% in 12 20-24 1:3 Vamishes , NClacquers.
oluene
Colorin
ft : Viscosity in FCB4
Product Product Name 5 ing Poalnt Ball& Adid Valuem Reducer Solubility @ 30°C (50 % Gardner Scale Application
Code Ring*C Max. Solution) Max.
{50 % Solution)

Rosin Modified Maleic Resin Spirit Soluble

Rosin Modified Maleic Resin Spirit 50 % In  Ethyl & higher Spirit soluble vamishes and NC lacquers, ball point inks,
PHE 522199 | g ble 115- 130 110-125 Spirit alcohol 16-20 12 liquid Inks
Rosin Modified Maleic Resin Spirit 50 % In  Ethyl & higher Papervamishes and printing inks.
PHE 5222 98 | g, ble 125- 135 135- 145 Spirit alcohol 20-25 12 P P g
Rosin Modified Maleic Resin Spirit 50% In Ethyl & hlgher Papervamishes and printing inks.
PHE 5223 98 | ooy ble 140 - 150 200 - 220 Spiri acahol 22-27 12 P printing
MTO - Mineral Turpentine Ol WS - White Spirit For more details request for Individual Data Sheets

This overview glves the key properties of broad selection of preducts.The
product specification were correct at the time of publishing but they may
change from time to time. It Is recommended to contact us for
comprehensive information on full range of products.
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Product
Code

RESIN
Ester Gum

Softning Point Ball

Product Name &Ring°C

Colorin

Acid Value Gardner Scale
Max. Reducer ~ piox. (50%
Solution)

MPD INDUSTRIES P LTD.

Viscosity in FCB4 MTO/WS
@ 30°C (50% Tolerance
Solution) Min.

Application

A Penta Ester Gum

EST 5500 99

EST 5501 99

EST 5502 99

EST 5503 99

Product
Code

Penta Ester Gum 88 92
Penta Ester Gum 97 - 102
Penta Ester Gum 100 - 115
Penta Ester Gum Pale Color 80 -100
Softning Point Ball
Product Name & Ril‘lg oL

50 % in
12 toluene 12
50 % in
10 toluene 12
50 % in
15 toluene 12
50 % in
15 toluene 6
Colorin
Acid Value Gardner Scale
Max. Reducer ~ piax. (50%
Solution)

13- 17 1-©0

15 -20 1-©0

18 -22 1-00

15-19 1-00
Viscosity in FCB4 MTO/WS
@30°C{50% Tolerance

Solution) Min.

Primers, undercoats, aluminium medium, adhesives,
N.C. lacquers.

Primers, undercoats, aluminium medium, adhesives,
N.C. lacquers.

Primers, undercoats, aluminium medium, adhesives,
N.C. lacquers.

Adhesive, primers, undercoats, aluminium medium,
N.C. lacquers.

Application

B Glycerine Ester Gum

EST 5510 99

EST 5511 99

EST 5510 99

Glycerine Ester Gum 89 - 96
Glycerine Ester Gum 85-95
Glycerine Ester Gum Pale Color 75-85

MTO - Mineral Turpentine Oil

50 % in

20 toluene 12
50 % in

7 toluene 12
50 % in

10 toluene 6

WS - White Spirlt

13- 17 1-00
1317 1-00
13- 17 1-00

Adhesives, wax systems in hot melt adhesives,
compatible with vinyl co polymers, used in synthetic floor
tile adhesives.

Adhesives, wax systems in hot melt adhesives,
compatible with vinyl co polymers, used in synthetic floor
tile adhesives.

Adhesives, wax systems in hot melt adhesives,
compatible with vinyl co polymers, used in synthetic floor
tile adhesives.

For more details request for Individual Data Sheets

This overview glves the key propertles of broad selection of products. The
product spacification were correct at the time of publishing but they may
change from timetotime.|tIsrecommended to contact us for comprehensive
information on full Ange of products.
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Product
Code

RESIN
Polyurethane Resin MPD INDUSTRIES P LTD.

Acid
Solid NCO Content Viscosity in R
Product Name Content % Value Solvent Mk CPs Application

A Non Reactive Polyurethane Resin

PUR 9705 75

PUR 9805 75

PUR 9720 38

Ethyl Acetate 22%

Non Reactive Polyurethane Resin 73-77 1 Alcohol 3 % 0.005 800 - 1000 Flexo & gravure inks on films.
Non Reactive Polyurethane Resin 73-77 1 Emﬂ?oc:;? ?519% 0.005 900 - 1100 Flexo & gravure inks on films.
Non Reactive Polyurethane Resin 36 - 40 0.5 Eﬂglcgﬁzﬁtg 3‘,2% 0.005 2500 - 3000 Flexo & gravure inks on films.

The product spedfication were correct at the time of publishing but they may
change from time to time. It Is recommended to contact us for
comprehensive information on full range of products.
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Product
Code

POL 9001 99

POL 9003 99

POL 9004 99

POL 9005 99

POL 9006 99

POL 9007 99

POL 9008 99

POL 9009 93

POL 9701 98

POL 8703 99

POL 8709 98

RESIN
Polyamide Resin

Product Name

Co Solvent Soluble Polymide Resin

Co Solvent Soluble Polymide Resin

Co Solvent Soluble Polymide Resin
{High Viscosity}

Co Solvent Soluble Polymide Resin
{High Deep Freeze)

Co Solvent Soluble Polymide Resin
{Low Viscosity)

Co Solvent Soluble Polymide Resin
{Low Viscosity & High Deep Freezs)

Co Solvent Soluble Polymide Resin
{Untreated Olefinic Substrates)

Co Solvent Soluble
{Untreated Olefinic Substrates)

Co Solvent Soluble Polymide Resin
Economy

Co Solvent Soluble Polymide Resin
Economy

Co Solvent Soluble
{Untreated Olefinic Substrates) Economy

Softening
Point,
Ball &

Ring °C

110- 1156

110 - 115

110 - 115

110 - 115

110 - 116

100 - 110

95 - 100

90 - 100

110- 115

110- 115

90 -100

IPA - Isopropyl Alcohol

Colour

Yellowish

Yellowish

Yellowish

Yellowish

Yellowish

Yellowish

Yellowish

Yellowish

Dark

Dark

Dark

Acid
value
Max.

6

10

10

Amine
value
Max.

6

Viscosity
at 30°C,
sec.in B4
ford cup

65-656

80-120

85- 105

60-75

30-35

25-35

25-35

30-50

55 - 65

80-120

30-50

Reducer

butanol {2 : 1)

40% in toluene :

butanol {2 : 1)

40% in toluene :
butanol : IPA{35: 5 : 20)

40% in toluene:

butanol {2 : 1)

40% in toluene :

butanol {2 : 1)

40% in IPA.:

toluene (50: 10)

50% in toluene :

IPA(2: 1)

40% in toluene :

IPA (70 : 30}

40% in toluene :

butanol {2 : 1}

40% in toluene :

butanol {2 : 1)

40% in toluene :

IPA (70 : 30)

MPD INDUSTRIES P LTD.

Solubllity

Butanol, IPA, npropanol,
Xylene, toluene

Butanol, IPA, npropanol,
Xylene, toluene

Butanol, IPA, npropanaol,
Xylene, toluene

Butanol, IPA, npropanol,
Xylene, toluene

Butanal, IPA, npropanol,
Xylene, toluene

Butanal, IPA, npropanol,
Xylene, toluense

Butanal, IPA, npropanol,
Xylene, toluene

Butanol, IPA, npropanol,
Xylene, toluene

Butanol, IPA, npropanol,
Xylene, toluene

Butanol, IPA, npropanol,
Xylene, toluene

Butanol, IPA, npropanol,
Xylens, toluene

Application

A Non Reactive Polyamide Resin Co Solvent Soluble

40% in toluene :

For flexo & gravure Inks, BOPP & coextruded
polypropylene film.

For flexo & gravure inks, BOPP & coextruded
polypropylene film, overprintlacquers.

Inks for all types substrates, BOPP & coexiruded
polypropylene film.

For flexo & gravure inks, BOPP & coextruded
polypropylene film.

IPA, isobutananol nprepanol, xylens, toluens Inks for all
types substrates, overprint lacquers, for flexo & gravure
inks.

IPA, isobutananol npropanol, xylene, toluene overprint
lacquers, BOPP & coextrudsd polypropylene film.

IPA, isobutananol npropanocl, xylene, toluene for flexo &
gravura inks, BOPP & coextruded polypropylene film.

IPA, ischutanangl npropanel, xylene, toluene for flexo &
Gravure Inks, BOPP & cosxtruded polypropylene film.
Specially for untreated HDPE bags.

For flexo & gravure Inks, BOPP & coextruded
polypropylene film.

For flexo & gravure Inks, BOPP & coextruded
polypropylene film.

IPA, iscbutananol npropanol, xvlene, toluene for flexo &
Gravure Inks, BOPP & coextruded polypropylene film.
Spedcially for untreated HDPE bags.

For more details request for Individual Data Sheets

This overview gives the key propertles of broad selectlon of products. The
product specification were correct at the time of publishing but they may
change fromtime to ime. It Isrecommended to contact us for comprehensive
Information on full mnge of products.
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6 | Polyamide Resin MPD INDUSTRIES P LTD.

Softening Acid Ami Viscosity
Product Point, ) e at 30°C, e
Product Name Colour value value Reducer Solubllity Application
Code Ball & sec.in B4
Ring °C Max. Max. ford cup
B Non Reactive Polyamide Resin Alcohol Soluble
POL 9052 99 | Alcohol Soluble Polyamide Resin 118-122 Yellowish 6 6 35 - 40 50% in ethyl alcohol Butanol, isobutanol, npropanol Lnlgrf;g Igzg ttgleranca to a wide variety of solvents e.g.
POL 9053 99 | Alcohol Soluble Polyamide Resin 105-115 Yellowish 6 6 35- 40 : Butanol, isobutanol, npropanol ~ For flexo & gravure Inks, Inks for all types substrates
= 50% in ethyl alcohol il specially where water resistence.
Alcohol Soluble Polyamide Resin ; : ; . : BOPP & coextruded polypropylens film, Inks for all types
POL 9054 99 {High Viscaclty) 112-116 Yellowish 6 6 75-85 50% in ethyl alcohol Butanol, iscbutanol, npropanol sl polypropyl typ
POL 9055 99 | Alcohol Soluble Polyamide Resin 120-125 Yellowish 8 8 18-23 35% In n-propanol Butanol, iscbutanol, npropancl Inks for all types substrates, BOPP & coextruded
{Ester Tolerant) polypropyiene film.
POL 9056 99 | Alcohol Soluble Polyamide Resin 115-120 Yellowish 6 6 42-48 i Butanol, isobutanol, npropanol ~ For flexo & gravure Inks, BOPP & coextruded
{Low Gel Point) 50% in ethyl alcohol PEES polypropylene film.
POL 9057 99 | Alcohol Soluble Polyamide Resin 125-130 Yellowish 6 8 30-35 50% in ethyl alcohol Butanol, iscbutanol, npropancl L"rzgaz molerance to a wide variety of solvents e.g. n-

For more details request for Individual Data Sheets

This overview gives the key propertles of broad selectlon of products. The
product specification were correct at the time of publishing but they may
change fromtime to ime. It Isrecommended to contact us for comprehensive
Information on full mnge of products.
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Product
Code

POL 9015 98

POL 8015 70

POL 8025 98

POL 8040 98

POL 8060 98

POL 8715 98

POL 8725 99

POL 8740 99

POL 8760 99

Polyamide Resin

Product Name

Reactive Polyamide Resin
Reactive Polyamide Resin
Reactive Polyamide Resin
Reactive Polyamide Resin
Reactive Polyamide Resin
Economic Reactive Polyamide Resin
Economic Reactive Polyamide Resin
Economic Reactive Polyamide Resin

Economic Reaclive Polyamide Resin

*Viscosity @25°C by Brookfleld cPs.

Amine
Value

200- 220 &
168 - 182 4 5
280 - 320 5
350 - 400 5
370-420 5
200 - 220 5
280 - 320 5
350 - 400 5
370- 420 5
** as such @ 25°C

Acid
Value
Max.

C Reactive Polyamide Resin

Viscosity in cPs

@ 40°C

NVM % @
150°C/1Hr.

45000~ 55000 94 - 100
750 - 1250 ~ 68 -72#
8000 - 12000 94 - 100
3500 - 4000 94 - 100
300 - 600 * 94 - 100
45000- 55000 94 - 100
750 - 1250 ** 94 - 100
8000 - 12000 94 - 100
300 - 600 * 94 - 100
A on solution

Denslty g/cm’

@ 25°C

0.97-0.98

0.94-0.95

0.96-0.98

0.96-0.98

0.94-0.96

0.97 -0.98

0.96-0.98

0.96-0.98

0.94-0.96

# in Xylene

MPD INDUSTRIES P LTD.

Appearance

Yellowish brown viscous liquid

Yellowish brown viscous liquid

Pale Straw yellow Viscous liquid

Pale Straw yellow Viscous liquid

Pale Straw yellow Viscous liquid

Dark Brownish Viscous Liguid

Dark Brownish Viscous Liguid

Dark Brownish Viscous Liguid

Dark Brownish Viscous Liquid

Application

Thermosetting adhesive hardner, pretective and
decorative coatings, marine applications.

Thermosetting adhesive hardner, pretective and
decorative coatings, marine applications.

Protective surface coating.

Solventless surface coatings, adhesives casting and
laminating applications.

Solders, casting laminating, potting, encapsulating of
electric components, epoxy polyamide tar formulations for
patching.

Laminating adhesive, coal tar epoxy and epoxy putty.

Laminating adhesive, coal tar epoxy and epoxy putty.

Laminating adhesive, coal tar epoxy and epoxy putty.

Laminating adhesive, coal tar epoxy and epoxy putty.

This overview gives the key propertles of broad selectlon of products. The
product specification were correct at the time of publishing but they may
change fromtime to ime. It Isrecommended to contact us for comprehensive
Information on full mnge of products.
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Product
Code

RESIN
Amino Resin MPD INDUSTRIES P LTD.
Colorin Viscosity ® : -
% Free Solid Density
Gardner 25°Con  AcidValue Xylene MTO 5 .
Product Name Scale Clarity Solvent Fo;'nalln brookfield Max. Cot;?nt Tolevanca Tolerarice g/cm’ at Application
Max. 8% Viscometer 25°C

A Butylated Urea Formaldehyde Resin

AMI 7002 60

AMI 7003 60

AMI 7004 60

AMI 7005 65

AMI 7007 90

AMI 7008 99

AMI 7009 99

Butylated Urea Formaldehyde Resin 1 Clear Butanol 20 5-10 3 58-62 Infinite 20 -40 1.01-1.03 Stoving paints, screen, wood & NC lacquers.

Butylated Urea Formaldehyde Resin 1 Clear Butanol 0.3 5-10 3 58 -62 Infinite 20 -40 1.01-1.03 Stoving paints, screen, wood & NC lacquers.

Butylated Urea Formaldehyde Resin 1 Clear Butanol 0.3 10-20 3 58-62 Infinite 20 -40 1.01-1.03 Stoving paints, screen, wood & NC lacquers.

Butylated Urea Formaldehyde Resin 1 Clear Butanol 0.3 20 - 30 3 63-67  Infinite 20 40 1.01-1.03 Baking enamels.

Butylated Urea Formaldehyde Resin 1 Clear Butanol 0.3 30 - 60 1 85-90 Infinite Infinite 1.01-1.03 Stoving paints wood coatings.

Butylated Urea Formaldehyde Resin 1  Clear Butanol 02 1700-4500* 1 95-99 Infinite  Infinite 1.01-1.03 f‘e"sigt e%ﬂ"gmr‘:{:gg s_°°aﬁ”93 with improved weather
Butylated Urea Formaldehyde Resin 1 Clear Butanol 0.2  1700-4500* 1 96-99 Infinite  Infinite 1.01-1.03 S Pl T e beet s el palul S e

Coating.

B Iso-Butylated Urea Formaldehyde Resin

AMI 7011 60

AMI 7014 60

Iso - Butylated Urea Formaldehyde Resin 1 Clear Blﬁ:r;ol 0.3 4-10 2 58-62 Infinite 1:4 1.01-1.03 Stoving paints two pack wood coating.
Iso - Butylated Urea Formaldehyde Resin 1 Clear BI.II:I?l;Ol 0.5 4-10 2 58-62 Infinite 1:6 1.01-1.03 Stoving paints two pack wood coating.
*Viscosity at 23°C on brookfleld viscometer mPa.s For more details request for Individual Data Sheets

This overview gives the key propertles of broad selectlon of products. The
product specification were correct at the time of publishing but they may
change fromtime to ime. It Isrecommended to contact us for comprehensive
Information on full mnge of products.
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Product
Code

Amino Resin

Color in
Gardner
Scale
Max.

Product Name

% Free
Clarity Solvent Formalin

Viscosity @
25°Con
brookfield
ax: Viscometer

Acid Value
Max.

Solid

Content

%

Xylene

Tolerance Tolerance

MTO

MPD INDUSTRIES P LTD.

Density
g/cm’ at
25°C

Application

C Butylated Melamine Formaldehyde Resin

AMI 7101 60

AMI 7102 60

AMI 7103 70

AMI 7106 70

AMI 7107 95

Butylated Melamine Formaldehyde Resin 1

Butylated Melamine Formaldehyde Resin 1

Butylated Melamine Formaldehyde Resin 1

Butylated Melamine Formaldehyde Resin 1

Butylated Melamine Formaldehyde Resin 1

Clear

Clear

Clear

Clear

Clear

Butanol

Butanol

Butanol

Butanol

Butanol

3.0

3.0

3.0

3.0

0.1

10-20

10-20

10-20

20-50

2

58 - 62

58 - 62

68 - 72

68 - 72

Infinite

Infinite

Infinite

Infinite

Infinite

30 -50

30 -60

Infinite

Infinite

30 -50

1.01-1.03

1.01-1.03

1.01-1.03

1.01-1.03

1.01-1.03

High gloss general purpose stoving enamel, coating
metallised polyester Film

Fast curing, colour retentive stoving enameils.

Fast curing, colour retentive stoving enameils.

Flexible lacquers for metaliised plastic articles.

Stoving paints wood coatings.

D Methylated Urea Formaldehyde Resin

AMI 7015 99

Methylated Urea Formaldehyde Resin 1

*Viscosity at 23°C on brookfleld viscometer mPa.s

Clear Methanol

0.7 6800 -17000"

2

96 -929

Infinite

Infinite

1.01-1.03

Acid curing wood coatings for interiors, paper and printing
ink.

For more details request for Individual Data Sheets

This overview gives the key propertles of broad selectlon of products. The
product specification were correct at the time of publishing but they may
change fromtime to ime. It Isrecommended to contact us for comprehensive
Information on full mnge of products.
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I| RESIN
8 | Ketonic Resin MPD INDUSTRIES P LTD.

Melting Acid g::::":r Viscoslity in
Product Point FCB4 @ 30°C Hydroxyl C
Code Product Name Capillary Value Reducer Scale Max. (50% Value Application
Method°C Max. (50 % Solution)
Solution)
A Ketonic Resin
KET 8010 99 | Ketonic Resin 92-102 1 E5t2?:r|igl 1-2 20-22 220 - 230 Flexo & gravure inks, ball point pen inks, nail varnishes.
KET 8100 83 | Ketonic Resin (Lumps) 102 - 114 1 Estl:?:nigl 1-2 20-22 220-230 Ball point peninks.
KET 8101 99 | Ketonic Resin 102 - 114 1 g&":;gl 1-2 23 -26 220 - 240 Ball point pen inks.
. . ; Excellent pigment weeting properties, adhesion promoter
KET 8300 992 | Ketonic Resin 75-85 1 E5t2?:r::| 1-2 17-19 280-290 for inks, flexo & gravure inks, ball point inks, lacquers,
screen inks.
KET 8500 99 | Ketonic Resin 85 -05 1 50% in 1-92 18 -20 280 - 260 Cellulose lacquers, ball point inks, nail varnishes, surface
Ethanol coatings.
KET 8600 99 | Ketonic Resin 71-81 1 50% in 1-2 18-20 270-280 i i
Ethanol Pigment wetting.

For more details request for Individual Data Sheets

This overview gives the key propertles of broad selectlon of products. The
product specification were correct at the time of publishing but they may
change fromtime to ime. It Isrecommended to contact us for comprehensive
Information on full mnge of products.
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I| RESIN
9 | Adhesion Promoters MPD INDUSTRIES P LTD.

% of Non Viscosity
Prc'::l"d Product Name Qdour Specific Gravity Tianium Volatile in FCB4 Appearance Application
] @ 30°C Content % Matter @ 30°C

A Adhesion Promoters

For flexo & gravure Inks, for BOPP & co exiruded

ADP 0010 50 | Adhesion Promoter (Low Solid} Alcoholic 0.979 + 0.01 8.50 £ 0.03 5012 17+ 2 Clear pale yellow liquid polypropylene film.

ADP 0015 62 | Adhesion Promoter (High Solid) Alcoholic 1.003 £ 0.01 92402 6242 2242 Clear pale yellowliuid 7o 10" o1 WPes of substrates, for BOPP & co extruded
ADP 0075 50 | Diiso-propoxy titanium acetylacetonate Alcoholic 0.996 + 0.005 14-18 50 + 2 1020Cps  Orange - Red dlear liquid gg\,ﬁgﬁfk: Lo exinxled Fobpionyiens 1, forfiexs &
ADP 0100 45 | Adhesion Promoter - TAA Alcoholic 0.97 £ 0.01 10.2 £ 0.2 45+ 2 165+2 Clear pale yellow liquid Ink for all types of substrates, forflexo & gravure inks.

For BOPP & co extruded polypropylene film, for flexo &

ADP 0200 75 | Adhesion Promoter Alcoholic 1.074 £ 0.01 68+£02 7512 162 Brownish viscous liquid gravure inks.

*Viscosity @ 30°C In FCB4 (50% In IPA)

This overview gives the key propertles of broad selectlon of products. The
product specification were correct at the time of publishing but they may
change fromtime to ime. It Isrecommended to contact us for comprehensive
Information on full mnge of products.
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Product
Code

RESIN
Polyester Resin

Product Name

Application

Appearance/Color

Acid
Value
mxl

Viscosity @ 25°C

SPL 4/20 RPM
incps

% Solids
@ 150°C/1 Hr

MPD INDUSTRIES P LTD.

Specific gravity @ 30°C

Properties

A Saturated polyester resin

POY 8239 65

POY 8151 60

POY 8152 55

POY 8152 65

POY 8153 65

POY 8154 60

POY 8060 60

POY 8563 65

Saturated polyester resin

Saturated polyester resin

Saturated polyester resin

Saturated polyester resin

Saturated polyester resin

Saturated polyester resin

Saturated polyester resin

Saturated polyester resin

Top Coat

Back coat

Primer

Primer

Back coat

Back coat

High performance
primers

High performance
primers

Clear water white /
Pale yellow

Clear water white /
FPale yellow

Clear water white /
FPale yellow

Clear water white /
Pale ysllow

Clear water whita /
Pals yellow

Clear water white /
Pale yellow

Clear water white /
Pale ysllow

Clear water white /
Pale ysllow

10

10

10

10

10

2500 - 3000

1800 - 2200

3500 - 4000

1800 - 2200

5000 - 7000

3000 - 4000

2000 - 4000

2500 - 3200

63 - 67

58 - 62

53 - 57

63-67

63 - 67

58 - 62

58 - 62

63 -67

1.062 + 2%

1.060 + 2%

1.060 + 2%

1.062 £ 2%

1.062 £ 2%

1.060 £ 2%

1.060 £ 2%

1.062 £ 2%

Excellent flexibility / hardness ratio, good light
fastness and exterior durability.

Good PU adhesion.

Excellent flexibility, good flow, good adhesion to
metals exterior durability.

Excellent flexibility, good flow, good adhesion to
metals exterior durability.

Excellent outdoor stability good flow anti
yellowing.

Good flow, high gloss, good mechanical
properties.

One coat systems for intsrior architecturs,
vehicle and forhome appliances.

Excellent hardness and flexibility, thermal
stability.

This overview gives the key propertles of broad selectlon of products. The
product specification were correct at the time of publishing but they may
change fromtime to ime. It Isrecommended to contact us for comprehensive
Information on full mnge of products.
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j WE INNOVATE. WE SERVE

MPD INDUSTRIES P LTD
An IS0 9001, 14001, 18001 certified company
Plot No 59 & 63 Sanwer Road, Industrial Area,
Sector "A", Indore - 452015
Madhya Pradesh, INDIA
Tel: +91 731 2973326
+91 731 3299031
Mobile : +91 90981 63153
Email : info@mpdin.com , info@mpdyechem.com
Website : waw.mpdin.com www.mpdyechem.com

For Technical Data Sheet & Material Safety Data Sheet and any type of query related with product
kindly contact us at info@mpdyechem.com





